Tiandy

TC-C38XQ 4LHB-28

Turret Camera

Urin Ozellikleri

« Metal kasa « Support microSD/microSDHC/microSDXC card,up to
+ 8MP,3840 X 2160@30fps kadar 1TB(Built-in)
« S+265/H.265/H.264B/H.264M/H.264H/ MJPEG « akilli gozetim, yiiz yakalama desteklemek
+ Renkli:0.002Lux@(F1.6,AGC Acik),B/W:0Lux ile IR « human/vehicle/non-motor vehicle/pet(cat. dog)
« IR mesafe 50m classification desteklemek
« 1 X Dahili Mikrofon, Dahili hoparlor «is kosullar <95%RH
« DC12V£25%,Max. 10W, PoE:IEEE 802.3at,Max. 11W
« P66

Tiandy Technologies Co.,Ltd.
@ Tiandy Technologies Co.,Ltd Tiandy Overseas @ Tiandy @ @tiandyofficial

Email: sales@tiandy.com  Tel: +86-22-58596065
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Teknik Ozellikler

Goruntl sensori 1/2.8"CMOS

Minimum Aydinlatma Renkli:0.002Lux@(F1.6,AGC Agik),B/W:0OLux ile IR
Shutter Time 1s~1/100000s

Glindiiz ve gece Otomatik IR kesme filtresi (ICR)

Akilli IR Evet

WDR 120dB,True WDR(TWDR)

S/N >42dB

Kamera agisinin ayarlanabilmesi  0~340°(P); 0~75°(T); 0~360°(R)

Lens tipi Sabit odakli lens

Odak uzakligi 2.8mm

Lens yuvasi M12

Diyafram araligi F1.6

Diyafram tipi Sabit

Gorls agisl 99.7°(H); 56.1°(V); 112°(D)
Detect:77m

I — Obseth-e:30.5m
Recognize:15m
Identify:7.5m

IRLED 2

IR mesafesi 50m

Dalga boyu 850nm

Beyazisik led 2

Beyaz 151k mesafesi 30m

Kirmizi ve Mavi Flas alarmi Red and Blue Light

Video sikistirma S+265/H.265/H.264B/H.264M/H.264H/ MJPEG
Video bitrate 32k~16Mbps

Ses sikistirma G.711A/G.711U/ADPCM_D/AAC_LC

Ses 6rnekleme hiz 8kHz/32kHz/48kHz

Maksimum ¢oziiniirliik 8MP,3840x2160@30fps

Ana akis PAL:25fps(3840 X 2160, 3200 X 1800,2560 X 1440, 2304 X 1296)50fps(1920 X 1080, 1280 X 720)
NTSC:30fps(3840 X 2160, 3200 X 1800,2560 X 1440, 2304 X 1296)60fps(1920 X 1080, 1280 X 720)

Alt akis PAL:25fps(704 X 576, 704 X 288, 640 X 360, 352 X 288)

NTSC:30fps(704 X 480, 704 X 240, 640 X 360, 352 X 240)
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Uctinci akis

BLC
HLC
AGC
3D DNR

Beyaz dengesi

ROI

Koridor modu
0OSD

Resim Ust Uste bindirme
Gizlilik maskesi

Sis giderme

PAL:25fps(704 X 576, 704 X 288, 352 X 288, 640 X 480)
NTSC:30fps(704 X 480, 704 X 240, 352 X 240, 640 X 480)

Evet
Evet
Evet
Evet

Otomatik/Yari Otomatik/Manuel/Giines Isigi/Dogdal Isik/Sicak Isik Lambasi/Giin Isigi Lambasi/Akkor

Lamba/Beyaz Dengesi Kilitleme
8 dikddrtgen statik alan
Evet

Overlay of additional characters in 5 regions,2 line, with a maximum of 127 characters or 42 Chinese
characters per region; 16*16/24*24/32*32/48*48/64*64/96*96,Default Adaptive; Vector/Lattice

1 adet 200x200 boyutunda BMP 24 bit renk katmani
4 siyah statik alan

Evet

Al'lISP

Genel alarm

istisna alarmi

Baglanti yontemi

Video Analizi

Davranis kurallar analizi tek

sahnede

Erken uyari

Yiz algilama performansi
False Rate of Face Capture
Face Duplicate Capture Rate
Mask Attribute Linkage Alarm
Face-Person Binding

Smart Event

Image Push Strategy

Image Push Interval

Capture Mode

Yiiz yakalama

Background Image Resolution

Background Image OSD Overlay

Evet
Hareket algilama; Sabotaj alarmi; Alarm girisi

Gerilim alarmi; Disk Full; Disk okuma/yazma hatasi; IP adresi cakismasi; MAC adres ¢akismasi; FTP

sunucusu istisnasi; Ag Baglantisi Kesilmesi; Disk Yok; Yasadisi erisim

E posta gonder; Tetikleme sesi; Tetikleme kaydi; Tetikleme yakalama; Gozetim merkezine bildirim

gonder; Alarm cikisi; Trigger red and blue light ; Trigger smart light

Human/Vehicle/Non-motor Vehicle/Pet(Cat. Dog) Classification; Cizgi ihlali; Cift ¢izgi ihlali; Alan ihlali;
Birakilan nesne; Kaybolan nesne; Isi haritasi; Basi bos oyalanma; Kosma algilama; Park etme; Kisi

sayma ; Kalabalik algilama; Baret algilama; Gorev yeri terk algilama; Video anormalligi; Anormal ses

Erken uyari

Ayni sahnede 32 yiize kadar tespit etme; Ayni sahnede 16 ylize kadar fotograf cekme
<1%

<20% (Continuous 10-person scene and below)

Mask Attribute Linkage Alarm

Binding rate==90% (Continuous 6-person scene and below)
Fire Exit Occupancy

Image Push Strategy

Image Push Interval

Capture Mode

Yiiz yakalama

3840%2160

video streamQOSD/customize
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Human Capture Rate 295% (Continuous 6-person scene and below)
Human False Capture Rate <7% (Continuous 6-person scene and below)
Human Duplicate Capture Rate ~ <30% (Continuous 6-person scene and below)

Visible Light Smoke & Fire

) Visible Light Smoke & Fire Detection
Detection

ANR Evet
RTSP; RTMP; HTTP; HTTPS; TCP; UDP; UPnP; ICMP; IGMP; SNMP v1\v2\v3; DHCP; DNS; DDNS;
Prokoller EasyDDNS; NTP; SMTP; TLS v1.2; SSL; 802.1X; QoS; IPv4; IPv6; PPPoE; SSH; Unicast; Multicast; RTCP;
ARP; SRTP; FTP; SFTP; NAS

Sistem uyumlulugu ONVIF(Profil S/T/G/M) ; SDK; CGl; Milestone
Uzaktan baglanti Up to 7 channels

Kullanici Easy7 VMS

Mobil Istemci EasyLive Plus

Web IE10+; Firefox52+; Edge89+; Safarill+; Chrome57+

Haberlesme arayiizii 1XRJ-45(10/100 Base-T)

Ses /0 1 girisli, iki cekirdekli, maksimum giris genligi: 3,3 Vpp, giris empedansi: 1 kQ, arayiiz tipi: dengesiz; 1
cikisli, iki gekirdekli, maksimum c¢ikis genligi: 3,3 Vpp, ¢ikis empedansi: 100 Q, arayiiz tipi: dengesiz

Alarm 1/0 1X¢ikis,TTL,3mA,3.3VDC; 1 X cikis, TTL,30mA,12VDC

Dahili mikrofon 1X Dahili Mikrofon

Dahili hoparlor Dahili hoparlor

Depolama Support microSD/microSDHC/microSDXC card,up to 1TB(Built-in)

RTC Evet

20 dil
Web istemci dili Basit Cince/Geleneksel Cince/ingilizce/ispanyolca/Korece/italyanca/Tiirkce/Rusca/Tayca/Fransizca/

Lehce/Hollandaca/ibranice/Arapca/Vietnamca/Almanca/Ukraynaca/Portekizce/Arnavutca/Yunanca

Galisma sicakligi -40°C~65°C(-40°F~149°F)

Galisma nemi <95%RH

Depolama sicakligi -40°C~65°C(-40°F~149°F)

Depolama nem orani 10%~95%RH(yogusmasiz)

Gli¢ kaynagdi DC12V=*25%,Max. 10W; PoE:IEEE 802.3at,Max. 11W
Koruma Surge4000V; ESD6000V; IP66

Cihaz boyutu 117(U)117(G)96(Y)mm

Paket boyutlari 140(L)140(W)120(H)mm

Briit agirlik 0.66kg

Agirlik 0.54kg
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Boyutlari (mm)
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Birlesim kutusu montaj diyagrami

E - A &
- —

TC-P54BM Spec:V5 A36 A29
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